
INSTALLATION INSTRUCTIONSINSTALLATION INSTRUCTIONS
High Clearance A-Arms:

for Can-Am Maverick X3

A

B

C

D

Passenger

Driver

- A Press or Ball Joint tool is required to remove and install Ball Joints.
- Do not discard packaging until product has been successfully installed.

Straight Fitting

90° Fitting

4 each

6 each

Brake Line Clip and 
hardware

Item Description

A Driver Upper

B Passenger Upper

C Passenger Lower

D Driver Lower

ASSAULT INDUSTRIES // 2753 MICHIGAN ROAD // MADISON, IN 47250 ASSAULTIND.COM

NEED ADDITIONAL HELP?
Check out our YouTube channel
Call us : (714) 799-6711
Monday - Friday: 8am-5pm
Email: sales@assaultind.com
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TERMS AND CONDITIONS DISCLOSURE



3IN-AA-CA-X3RS-002-BX

(Driver Side)(Driver Side)

ShocksShocks

Brake LinesBrake Lines

Removal: Keep all components removed from machine.

Tie Rods from Tie Rods from 
KnucklesKnuckles

(Driver Side)(Driver Side)

Knuckles/Hubs/Calipers from A-ArmsKnuckles/Hubs/Calipers from A-Arms

remove hardwareremove hardware

(Driver Side)(Driver Side)

remove hardwareremove hardware
(from each side)(from each side)

Front BumperFront Bumper

Remove from A-Arms:Remove from A-Arms:
- Shocks- Shocks
- Brake Lines- Brake Lines

remove nuts and Link remove nuts and Link 
Arms from A-ArmsArms from A-Arms



4IN-AA-CA-X3RS-002-BX

(Passenger Side)(Passenger Side)

use a Socket as a spaceruse a Socket as a spacer

pull Front Deflector/Bumper away from machinepull Front Deflector/Bumper away from machine

Remove A-Arms from machine.Remove A-Arms from machine.

remove lower hardware remove lower hardware 
from Shroudfrom Shroud

(Passenger Side)(Passenger Side)



5IN-AA-CA-X3RS-002-BX

- Install Fittings into new A-Arms.

2x - Straight Fitting

2x - 90° Fitting

Install stock Ball Joints

- Install stock Ball Joints into new A-Arms.



6IN-AA-CA-X3RS-002-BX

(Driver Side)(Driver Side)

- Install Lower and Upper A-Arms (D)(A) and stock Link Arms onto stock bolts.
- Tighten all hardware. SuperATV recommends using Loc-Tite on Nuts.
- Repeat for opposite side.

DD

AA



7IN-AA-CA-X3RS-002-BX

- Secure Knuckles, Calipers, Shocks, Sway Bar Links, and Tie Rod Ends with stock hardware.
- Secure Brake Lines with components shown.
- Tighten all hardware.

- Resecure all applicable stock components.

(Driver Side)(Driver Side)

3 each


