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REAR KNUCKLES: HKR-P-RZR1KL-001 / R-001

Driver’s 
Side

Passenger’s 
Side

1. First remove the Wheels,
    Axle Nuts and Pins, 
    Calipers, Hubs and 
    Bearings. Keep all 
    components removed for 
    reinstall. See Fig.1. Fig.1

Remove Wheels, Axle Nuts and Pins, Remove Wheels, Axle Nuts and Pins, 
Calipers, Hubs and Bearings.  Calipers, Hubs and Bearings.  
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2. Remove Radius Arms From
    Hub. Repeat for opposite side. 
    See Fig.2.

3. Now transfer the OEM Bearing
    and Clip Ring to your new 
    replacement Knuckle.
    See Fig.3.

Remove Radius Remove Radius 
Arms From Arms From 

HubHub

Reinstall OEM Reinstall OEM 
Clip RingClip Ring

Reinstall OEM Reinstall OEM 
BearingBearing

Fig.2

Fig.3
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4. Next, secure the Trailing Arm
    to the Knuckle using your 
    Factory Hardware. 

5. Now replace Radius Arms,
    Rotor, Brake Caliper, Brake
    Lines Axle Nuts and Pins and
    any other components you 
    removed during this install
    and tighten all bolts and nuts
    securely. See Fig.5.
    
    Repeat procedures for the
    opposite side.

Trailing Trailing 
ArmArm

Install Using Your Install Using Your 
Factory HardwareFactory Hardware

NewNew
KnuckleKnuckle

Fig.4

Fig.5
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  Like SuperATV on Facebook to keep up to date on new products!

Need help with your installation?

www.superatv.com

8:00am - 9:00pm EST M-Th
8:00am - 7:00pm EST Friday
9:00am - 2:00pm EST Saturday

sales@superatv.com

1-855-743-3427

If you have any problems/questions on this kit, contact us by email 
at Superatv.com.


